
The MF2630 offers light duty vehicles a covert installed GPS device to your 

fleet of light duty vehicles. Install in trucks, vans and personal vehicles 

to obtain location information and driver behavior information giving 

your business the insight to your driver’s performance. The MF2630 can 

be bundled with various accessories such as Driver ID Buttons, Ignition 

Interrupt, Seat Belt Sensors, Temperature Sensors and Fuel Level Sensor to 

enhance its baseline functionality.

FEATURES

»  LTE CONNECTIVITY

»  DRIVER BEHAVIOR

»  REAL-TIME MONITORING

»  ALERTS/NOTIFICATIONS

»  EXPANDABLE

BENEFITS:
Vehicle Location Management

Lower Fuel Cost

Improve Driver Safety

Save Time

Reduce Labor Cost

Equipment Usage
Monitor vehicle location and usage behaviors.

Covert Installation
Provides undetected installation options.
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Expandable
Provides a series of feature rich add-on possibilities.

MF2630
Light Duty

NETWORK CONNECTIVITY:
Variant I: CAT-1 (AT&T, TMO)

Bands: 2,4,5,12

Variant II: CAT-1 (Verizon)

Bands: 4,13

CERTIFICATIONS:
FCC, CE, IC, PTCRB, RoHS

OPERATIONAL SUMMARY:
Reporting Frequency: 30 Seconds

Installation Time: <20 Minutes


