MFAS11
Heavy Duty ‘

FEATURES
LTE CONNECTIVITY
» IP68 RATING

» TEMPERATURE MONITORING
CAPABILITY

» REAL-TIME MONITORING
» ALERTS/NOTIFICATIONS

» INTERNAL BATTERY The MFAS11 is an ideal solution for trailers, heavy equipment, and exterior

(UP TO & MONTHS) mounting needs. It is our unique offering which has the features, expandability,

and flexibility with the intelligence to meet our customer’s ever-changing

BENEFITS: needs. The MFAS11 offers a full set of features, comprehensive I/0 system
Vehicle Location Management and expandable accessories that make it an a true competitor within the Cold-
Monitor Cold-Chain Chain management industry. With this device and its robust capabilities you

Increase Productivity can monitor temperature, connect an RFID reader, or gain true insight to Driver

Save Time

ID and functionality.
Reduce Labor Cost

NETWORK CONNECTIVITY: .
@ Cold-Chain Management

Variant I: CAT M1 (AT&T) Readyv to alert h t of
e eady to alert you when out of range.

Variant II: CAT-1 (Sprint)
Bands: 2,4,5,12,25,26

Equipment Usage
CERTIFICATIONS: Monitor vehicle location and usage behaviors.

FCC, IC, PTCRB, RoHS

Expandable

Provides a series of feature rich add-on possibilities.

OPERATIONAL SUMMARY:
Reporting Frequency: 30 Seconds @

Installation Time: <10 Minutes
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